48”

A. EQUIPMENT TO BE SUPPLIED BY THE ADMINISTRATION
QUANTITY ITEM DESCRIPTION

1 EA “G" TYPE CABINET WITH INTERSECTION MONITOR, ASCII CONTROLLER AND BATTERY BACKUP
2 EA PUSHBUTTON
32 SF SHEET ALUMINUM SICN (MAST ARM MOUNTED)

B. EQUIPMENT TO BE SUPPLIED AND/OR INSTALLED BY THE CONTRACTOR
ITEM #  QUANTITY ITEM DESCRIPTION

1001 1T EA MAINTENANCE OF TRAFFIC
8001 5 CY FURNISH AND INSTALL CONCRETE FOR TRAFFIC SIGNAL FOUNDATION
8006 1 EA CUT, CLEAN,s GALVANIZE AND CAP TRAFFIC SIGNAL STRUCTURE
BOOT 1 EA FURNISH AND INSTALL3/4”" TO 3" BLIND COUPLING FOR TRAFFIC SIGNAL STRUCTURE
WELDED AND GALVANIZED
2008 T EA FACH OF FURNISH AND INSTALL 3" WEATHERHEAD
8019 1T EA INSTALL CONTROLLER AND CABINET-POLE MOUNT
8024 20 LF FURNISH AND INSTALL 2”7 SCH 80 RIGID PVC ELECTRICAL CONDUIT-TRENCHED
8026 50 LF FURNISH AND INSTALL 27 SCH 80 RIGCID PVC ELECTRICAL CONDUIT-BORED
802 ( 10 LF FURNISH AND TINSTALL 37 SCH 80 RIGID PVC ELECTRICAL CONDUIT-TRENCHED
8079 3b5 LF FURNISH AND INSTALL 37 SCH 80 RIGID PVYC ELECTRICAL CONDUIT-BORED
8033 4 EA FURNISH AND INSTALL ELECTRICAL HANDHOLE
8034 2 EA FURNISH AND INSTALL GROUND ROD3.4“X10" LENGTH
8042 250 LF FURNTSH AND INSTALL Z-CONDUCTOR NO 14AWG ELECTRICAL CABLE
8043 825 LF FURNISH AND INSTALL 3-CONDUCTOR NO 14AWG ELECTRICAL CABLE
8053 32 Sk INSTALL OVERHEAD SIGN
8061 2 EA INSTALL CONDUILIT BEND IN BASE
8078 1T EA FURNISH AND INSTALL 21° STEEL POLE AND 507 MAST ARM CUT TO 337
8084 2 LA FURNISH AND INSTALL 127 VEHICULAR TRAFFIC SICGNAL HEAD SECTION
TO BE NEGOTIATED: FURNISH AND INSTALL 3@” EMT GALVANIZED ELECTRICAL
8000 LS
CONDUTT AND ALL NECCESSARY HARDWARE TO INSTALL IN FIREHOUSE: AND
INSTALL TWO PUSHBUTTONS.
8000 17 EA FURNISH AND INSTALL LIGHTING MANHOLE

C. EQUIPMENT TO BE RETURNED TO SHA.

EXISTING CONTROLLER CABINET TO BE RETURNED TO SALISBURY MAINTENANCE
SHOP TO THE ATTENTION OF MR. JOE MANNING.

GENERAL NOTES

UTILITES SHOWN ARE SCHEMATIC ONLY AND MAY NOT REPRESENT COMPLETE FIELD
CONDITIONS. THE CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING THE EXACT LOCATION
OF ALL UTILITIES PRIOR TO BEGINNING ANY WORK, AND SHALL NOTIFY THE PROJECT ENGINEER

IMMEDTATELY IF HE PERCEIVES THAT A  CONFLICT MAY EXIST.
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